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4.9. VEHICLE NAVIGATION EQUIPMENT REQUIRED:   
4.9.1. Trip Meter, CAP Repeater (eg. RNS) and Garmin GPS  

-Rider must at all times see: Trip Distance, CAP Headings, Speed & Safety Waypoints. 
4.9.2. Garmin with Off road Navigation & USB connection eg.: E-Trax 10,20,30.                                                          

GARMIN MONTANA any series highly recommended 
4.9.3. Garmin GPS used for UPLOADING “VISIBLE WAYPOINTS”  

(GPS not recommended for CAP Headings).  
“CAP REPEATER” highly recommended for “CAP HEADINGS”, and setup in front of Rider! 

4.10. First Aid Kit: Space Blanket, Pain Killers, Bandage 
4.11. Cellphone & Flashing Head Torch  
4.12.  SAT Phone recommended 
4.13. 1x Fire Flare Stick 
4.14. Min 3L water: Water Pack (Water is Not mandatory on the bike)  
4.15. Recovery Tow Strap 
4.16. Floppy Fold-Up Hat  

 

 ADVENTURE MOTO 
4.17. Road Registered Vehicle 
4.18. Valid Bike License 
4.19. STRONG QUALITY Head lights for Liaisons Sections at night. 

Enduro Bikes: STD OEM Lights alone are not allowed! Quality LED must be added! 
4.20. First-aid-kit : Space Blanket, Pain Killers, Bandage 
4.21. 1x Fire Flare Stick 
4.22. Flashing Head Torch 
4.23. Garmin with USB connection. MUST HAVE OFF ROAD NAVIGATION CAPABILITY. eg.: Montana 
4.24. Recovery Tow rope 
4.25. Tyre Repair kit 
4.26. Min 3L water 
4.27. Floppy Hat 
4.28. Cellphone 

 

5. TECHNICAL REQUIREMENTS 

AUTO & SXS 
5.1. Road Registered Vehicle 
5.2. Valid Car License 
5.3. Vehicles must have all their registration plates securely fixed to the vehicles.  
5.4. Motorsport helmets.  
5.5. SXS: FIA Role Cage not mandatory, but recommended: See FIA Appendix-J for details. 

5.6. STRONG HEAD LIGHTS.  MUST be good quality for Night Liaisons!!! 
5.7. BUGGIES/SXS: HEAD LIGHTS MUST be good quality for Night Liaisons!!! 
5.8. Operational tail lights.  
5.9. Vehicles may not have any flames emitted from exhausts. Vehicles not adhering to this rule  

will NOT be allowed to start. 
5.10. BUGGIES/SXS:  

5.10.1. HEAD LIGHTS MUST be good quality for Night Liaisons!!! 
5.10.2. Side NETS for Buggies/SXS with no windows      
5.10.3. Front and one rear towing hooks 

5.11. Operational AIR HORN or SIMILAR LOAD HORN SYSTEM. 
5.12. Operational Flickers & Brake lights. 
5.13. Minimum: 4 point safety racing harnesses. 
5.14. Fitted with race seats.  
5.15. SUPPLIED BY KR ORGA: TRACKING,  NAVIGATION & OVERTAKE SYSTEM  

See website for mounting and power supply requirements:  www.kalaharirally.com    
5.15.1. TRACKING SYSTEM (No Brackets needed) 

http://www.kalaharirally.com/

